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S P E C I F I C A T I O N S

EPSILON UNIVERSAL PLATE 1065101

P R O D U C T  C O D E S

UNIVERSAL PLATE WEIGHT-ACTIVATED MECHANISM

TYPE Weight-activated synchronized mechanism

TILT ANGLES 21° backrest / 6,5° seat

BACKREST TILT  LOCK 1 positions, by lever

HEIGHT ADJUSTMENT By lever

COMFORT Factory setup

SEAT CONNECTION Donati universal seat plate

BACK BAR CONNECTION Donati standard (width 90,0 mm [3.54 in])

MORSE CONE DIAMETER 28,0 mm [1.10 in]

SURFACE FINISH Black

Epsilon

HEIGHT ADJUSTMENT 
LEVER (UP-DOWN)

BACKREST TILT  LOCK 
(FORWARDS-BACKWARDS)

UNIVERSAL PLATE FOR  
BOLT-ON SEATS AND 

QUICK CONNECTION SEATS
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Seat tilt: 6.5°

Backrest tilt: 21°
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153.0 [6.03]

From seat plate to cone
taper Ø28.0 mm [1.10 in]
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T E C H N I C A L  D R A W I N G

UNIVERSAL PLATE WEIGHT-ACTIVATED MECHANISM

EPSILON UNIVERSAL PLATE

S U R F A C E  C O L O U R S  /  F I N I S H E S

RECOMMENDED FIXING 
HOLES FOR BACK BAR 

CONNECTION
(WIDTH 90 ,0  mm [3 ,54  in] ) 

Epsilon

TEXTURED 
(NOVATEX 7381)

Via Paderno, 19 
25050 Rodengo Saiano (BS) Italy
www.donati.eu 

phone +39.030.6818711 
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